% viveT=k

RE BRI EAD EEREBRTEIPT138/7139E 5 BAVREEIMNRERIGEIEEET - B—EER
BEAREELEE - ALR130EESR (1280x1024 ) FICMOSEI LTI » RI{EE SRR T EREHER +
BEITINESS - BB  SOPRM  KE ~ AR » RITH\WEERDSHNREER - ERETHAR
A EAMVVTK-1000RHER A » RS RENIMPEG-48MIPEGEE 5| B2 #%1iT (dual codec) » H
BR7E &M (Dual Streams) IHEER] R EER G ETRIRBTERIR T BURR R - HIANEhE (
MPEG-4/MJPEG) - 3GFH (MPEG-4) &% - &7 FRHETAZAVEIRTE - AREIEFIEE » AIE
R RETFIREB RS B © BRutb 2 /b » RN BTS2 1B 3GPPTTENE InEE 12 » BEERE R LIEE
SCFHEERRIFRITZIHFAEE - EEIT2IERNER - Z/MNCRESAMMIELFSHEES
TUALRYERSK » FEANEI/Okigittigs A « IEEE 802.3afZ K#BREMHERE (PoE) A&/ M@ (IP7138) - iR
#9E8802.11 bl/gsriE (IP7139) - $RACS MountTEAIEIRIMERESFF - MLIIETEZNEEER
s mRAN - TN EREMEIHERAY16RESZ SRR O » MHBERRINEE —(FEHUANREERRT &
EREIPT138{8H ZimE RS R ERIRIEESE |

IP7138 / 1P7139



Mega-Pixel \[5i\ sl e

Rear Panel

Indented

- IP7138 (Built-in PoE)

Models - IP7139 (Built-in WLAN)

- CPU:VVTK-1000 SoC

- Flash: 8MB

- RAM: 64MB

- Lens: CS mount,4mm, F2.0

- Image Sensor: 1.3M-Pixel CMOS
- Embedded OS: Linux 2.4

System

- Motion JPEG video with resolution up to 1280x1024
+ MPEG-4 video with resolution up to 800x600
Video - Frame rates:
1280x1024 & 800x600 up to 7.5fps
640x480 up to 30fps

- GSM-AMR speech compression
Audio + 2-way audio with audio mute
- Bit rate: 4.75Kbps to 12Kbps

- Simultaneously dual-streaming

- MPEG-4 streaming over UDF, TCF, or HTTP
Streaming - MPEG-4 multicast streaming

+ M-JPEG streaming over HTTP

- Compact Flash card slot

Local Storage - Stores snapshots and video clips

- 10/100 Mbps Ethernet, RJ-45
. + 802.11b/g wireless LAN (IP7139)
Networking - Protocols: TCP/IP, HTTP, UPnP, RTSP/RTP/RTCP,
IGMP, SMTP, FTP, DHCP. NTP, DNS, DDNS, and PPPoE
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Event
Management

Security

Dimensions

Weight

LED Indicator

Power

Application

EMI & Safety

Viewing System
Requirements

+ Multiple-window video motion detection
- 1 digital input and 1 digital output
- Event notification using HTTP, SMTP, or FTP

- Multi-level user access
- |IP address filtering

- Length: 126.4 mm
- Width:96.2 mm
- Height:47.4 mm

+ Net:276g (IP7138)
+ Net:292q (IP7139)

+ Bi-color LED system status indicator

= 12vDC
- Power over Ethernet: 802.3af compliant

- Installation wizard
- 16-ch recording software
- SDK available for application development and

system integration

-+ CE, FCC, PSEVCCI

- OS: Microsoft Windows 2000/XP

- Browser: Internet Explorer 5.x or above
- Cellphone: 3GPP player

- Real Player 10.5

- Quick Time 6.5

- Packet Video Player 3.0

All specifications are subject to change without notice.
All other trademarks are owned by their respective companies.




